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HILCO MODEL GENERAL ELECTRIC OVERALL LENGTH O.D. CARTRIDGE I.D.

              3860-03-010                   377A9818P002                   36 11/16          6                 2.875WHEN ORDERING, ORDER CARTRIDGE PACKAGE 0849-00-020-A
  PACKAGE INCLUDES:
                   (1) 3860-03-010 CARTRIDGE
                   (1) 0391-00-313-T ORING (FOR HOLD DOWN CAP)

6  O.D.

36 11/16

B DIMENSION UPDATED SMH 7/14/2020 LTH
A3 ADDED LIFTING BAIL LTH 10/2009 LTH
A2 ADDED RETAINING BANDS LTH 10/2009 LTH
A1 LENGTH WAS 18.562 LTH 10/2009 LTH

LTR DESCRIPTION BY DATE APP

BETA RATIO & EFFICIENCY

MODEL BETA=200  99.5% BETA=1000
99.9%

3860-03-010 25 MICRON 27 MICRON

PHYSICAL CHARACTERISTICS:
1. CORROSION RESISTANT METAL END CAPS
2. TIN PLATE CENTERTUBE
3. VITON O-RING
4. SYNTHETIC FILTER MEDIA
5. MAXIMUM OPERATING TEMPERATURE IS 250° F
6. 100 PSI COLLAPSE STRENGTH

PLEATED CARTRIDGE

35 15/16


