F E C B A
FOR CARTRIDGE WITH VITON ORING FILTRATION RATING
ADD SUFFIX V" TO CARTRIDGE PART NUMBER PART NUMBER VATERAL 005% | %87% | 90% NOTES
(Bx=200) | (Bx=75) |(Bx=10)
EX: 3860-16-028-CV 3860—16-028—-C SYNTHETIC e DOUBLE SCREENED ELEMENT
3860—14—-036—C | SYNTHETIC 3 T DOUBLE SCREENED ELEMENT
CARTRIDGE AVAILABLE WITH BAIL HANDLE 3860—12-008—C SYNTHETIC 4 3 | ————- DOUBLE SCREENED ELEMENT
AS AN OPTION 3860—11-038-C | SYNTHETIC 10 9 3 DOUBLE SCREENED ELEMENT
ADD SUFFIX "B" TO CARTRIDGE: PART NUMBER 3860-01-010-C | SYNTHETIO 15 14 10 {DOUBLE SCREENED ELEVENT
3860-03—-044—-C SYNTHETIC 25 24 19 |DOUBLE SCREENED ELEMENT
3860-05-030—C | __ SYNTHETIC 41 40 34 |DOUBLE SCREENED ELEMENT
EX: 3860-16-028-CB 3860—16-030-C | CELLULOSE 1 - -
3860-16-028-CvB 3860—12-044—C CELLULOSE 4 3 2
3860-02-002—C | CELLULOSE 18 17 11
CARTRIDGE AVAILABLE FOR USE IN' NON-ORING STYLE VESSELS 1860_03—045_C CELLULOSE 0 8 20
STANDARD FLAT GASKET IS CELLULOSE, OTHERS AVAILABLE AS OPTION 3860-05-031-C CELLULOSE 44 41 32
ADD SUFFIX "N" TO CARTRIDGE PART NUMBER 3860—22-001-C | WATER ABSORBING 4 3 | ———
NEED TO PURCHASE 0385-00-107-B HOLD DOWN CAP 3860-23-001-C | WATER ABSORBING 25 24 19
3860—26-001—-C | WATER ABSORBING T
X 38 @ ET718-DR—CGV__| DRY ION_EXCHANGE PATENT NO. 7,267,770
EX: 3860-16-028-CN 3860-05-037-C SYNTHETIC 41 40 34 SINGLE SCREENED ELEMENT
3860—10-012—C | __ SYNTHETIC 51 50 | ————- DOUBLE SCREENED ELEMENT
3860—40-007 SYNTHETIC 110 100 | ————- SINGLE SCREENED ELEMENT
HT718-00-CGV FULLERS EARTH | ———- | ——ooe | ————— SINGLE SCREENED ELEMENT
3860-05-036—C |  GLASS TUBE 49 46 25
3860—-05-031-CV] __ CELLULOSE 44 41 32
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PHYSICAL CHARACTERISTICS:
. CORROSION RESISTANT METAL END CAPS.

. CORROSION RESISTANT METAL CENTERTUBE.

B |REVISED MICRON RATINGS

LTH | 06/02/09 | LTH

A |ADDED PATENT #; ECN: 05-200700127
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